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IPCamera Recorder is a video recording software which supports IP Camera and
Video Server. IPCamera Recorder can be used to monitor the real-time video, record
and playback the video on PC.

IPCamera Recorder provides 5 different ways to record the video, including normal
recording, schedule recording, motion-triggered recording, alarm-triggered recording
and manual recording. E-Map and Multi-Monitor are also built-in within IPCamera
Recorder.

The user can also use this software to distribute the HDD space, and separate the
video files from the most important channels and saving them directory, keeping crucial
video data for longer time

IPCamera Recorder can be accessed via web browser or by Remote Lite
software, sharing live video remotely.

Il. System Requirement

1. Minimum Requirements
* CPU: Intel Pentium 4 2.0G
Memory: 1GB
VG. card: 128MB External Graphic Card or above
Monitor Resolution: 1024 x 768
OS: Windows 7/ Windows Vista/ XP / 2000
File System: NTFS
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2. Suggested Requirements

CPU: Intel Core 2 Quad Q6600 or above
Memory: 2GB or above

VG. card: 256MB External Graphic Card or above
Monitor Resolution: 1024 x 768

OS: Windows 7/ Vista/ XP/ 2000

File System: NTFS

l1l. Program Install and

A. Program Install

1. To install IP Camera Recorder, double click the execute file icon ;5 .

2. Please select the language for the installation procedure.

Installer Langunage

"fjg Please select a language.
Y

CEETE——

[ OFK l [ Cancel ]

3. Please read the License Agreement. Select “I| Agree” to continue installation.

License Agreement 4
Please review the bcense terms before instaling IPCamera Recorder. )

Press Page Down to see the rest of the agreement.

| LICENCE AGREEMENT FOR. IPCAMERA RECORDER: -
Instaling IPCAMERA RECORDER software means that you accept the following terms
condtions. IF you da not agree to these then, you shoud not instal the software

You ad that you are receiving a lmited keense to use IPCamera Recorder
(Cthe Software®) and documentation, and that you shal obtain o ownership, title nor
lany other rights in or to the Software: and related documenkation, all and any portion of
which title and rights shal remain with Company. The Software is protected by copyright
land other intellectual property laws and by international treaties.

If you accept the terms of the agreement, cick 1 Agree to continue, You must accept the:
sqreement to install IPCamera Recorder.




4. The default installation directory is “C:\IPCamera Recorder”. Click "Browse"
to change the directory.

® IPCamera Recorder Setup Q‘E |g]

Choose Stait Menu Folder

Choose a Start Menu folder For the IPCamera Recorder shortouts, § f

Select the Start Menu Folder in which you would ke to create the program's shortcuts, You
can also enter a name to create a new folder,

PCamera Recorder

Arcessories
Administrative Tools
Games

Microsoft Office
Startup

[[J Do not create shorkeuts

< Back ][ Install ] [ Cancel

5. The default folder name in start menu is “IPCamera Recorder”.

You can
also edit it as you like. Click “Install” to start the installation.

@ IPp ra Recorder Setu) B]EIBI

Choose Install Location =
Choose the folder in which to install IPCamera Recorder, . '\-:)

Setup will install IPCamera Recorder in the Following folder. To installin a different Folder, click
Browse and select another Folder. Click Next to continue.

Destination Folder

C:\IPCamera Recorder

Space required: 75.2MB
Space available: 13.7GB

I < Back ]I Mext > ] [ Cancel

6. After the installation finishing, click “Close” to close the procedure of the
installation.
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® IpCamera Recorder Setup E]IE
Installation Complete =z
Satup was complebed succasshully, i L
Cormpleted
g
Show detalls |

7. To start the program, follow the path: “Start’-="Program”-="IPCamera
Recorder "-="IPCamera Recorder”.

For Windows Vista or Win7 users, right-click on the short cut icon of IPCamera

Recorder or the main program, and select “Run as administrator” to start the
program.

Mo IPCam Mo IPCam

Mo IPCam Mo IPCam




8. An additional monitor screen might be seen if a second monitor is connected.

9. On the IPCamera Recorder, if the first and the second live-viewing screens

are the same, the number of the channels displayed on the screen will be
different.

v
10. If multi-monitor is not supported by the PC, the multi-monitor mode

and the multi-monitor ON/OFF will be disabled.

B. Uninstall

1. To uninstall the program, select “Start” -= "Program” -= "IPCamera
Recorder” -= "Uninstall” to remove the program.

) Language »
@ Tools »
Guf 1PCamera Recorder

f§ [PCamera Recorder
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V. Quick Setup before s

A. Connectto IP Cameras or Video Servers

Before practicing any operation, you have to connect IP cameras or video
servers.

1. Configure
Tool

Configure tool is a independent application that enables users to connect
with the IP cameras/ video servers and set up the channel list without start
the IP Recorder main program.

a. Select “Start” -= "Program” -= "IPCamera Recorder” -= "Tools” -
= ”"Configure tool’. In Windows Vista/ Win7, right-click on the desktop
shortcut or configure tool, then select “Run as administrator” to start the
program.

x|

Channel | System | Backup

Ch Enable [Type Tag |IP |Pon |Videal2h |\D Password || Only |ShowTag |5how1ime| ShowDateiAud\a | -
Cht Nomal Chi 192.168.1.167 L admin NO YES  NO NO NO
Chz  [VES  Nomal ch2 192.168.1.161 0 1 admin NO YES  NO [l NO
ch3 NO Nomal ch3 192.168.1.159 0 1 admin NO YES  NO NO NO
Cha NO Nomal Chd 192.168.1.236 @ 1 admin NO YES  NO NO NO
Chs NO Nomal Chs 192.168.1.171 80 |1 admin NO YES  NO NO NO
Ché NO Nomal Che 192.168.1.182 80 1 admin o NO YES  NO NO NO
Ch7 NO Nomal ch7 192.168.1.232 0 |1 admin NO YES  NO NO NO
che ND Nomal che 192.168.1.156 el |1 admin NO YES  NOD NO NO
Cha NO Nomal ch3 192.168.1.236 0 |1 admin o NO YES  NO NO NO
chio |NO Nomal Cch10 GG admin NO YES  NO NO NO
Chil  |NO Nomal chit 0 1 admin NO YES  NO NO NO
chiz  |no Nomal ch12 a0 |1 admin NO YES  |NO NO NO
Chi3  |NO Nomal ch13 80 1 admin NO YES  NO NO NO
chi4  |ND Nomal chid 80 |1 admin o NO YES  |NO NO NO
Chis  |ND Nomal ch15 80 |1 admin NO YES  NO NO NO
Chi6  |NO Nomal Chi6 ] admin NO YES  NOD NO NO o
Start ConfigureT ool ey Function
0ad data fiom XML fle DVR-04CH 1921681162 OQ.OF.OD:00:235D A
DVR-04CH 192168.30.232 00:0F0D:11:4F.F2
DVR-04CH 192168.1.220  00:0F:0D:11:D4:74 ScanlP
DVR-04CH 192168.1.231  0Q:0F:0D:00:21:46
WDR-H401 192168.1.240  OQ:OFOD:00:10D9 —
IP_Camera 192.168.50.205 00:0F:0D:20:5F:08
IP_Camera 192.168.50.201 00:0F:0D:20:58:AC
IPCamera 192.168.50.202 00:0F:0D:20:5E:4D
IP_Camera 192.168.50.206 000F:0D:20:58:44
DVR-16CH 1921682112 00:0F.0D:00:11:23 ¥
Default Reload Save Exit I




b. “IP Installer” is built into the “Configure tool”, which can scan the IP devices
under the LAN. When Configure tool stretches, it starts searching
automatically. To re-search devices, click “Scan IP”.

c. Find the IP camera or video server you would like to connect, drag and
drop it to the channel listed above, and key-in the username & password of
the device.

d. After finishing the configuration, click “Save”.

2. Channel Setup Page of the IPCamera Recorder

a. Start IPCamera Recorder. Click the configuration button on the
center of the setup page. The software will ask you to log in. The default
username and password are both "admin".

v <

)

CHANNELE

b. Click the M
page.

icon to enter the IP camera / video server set up icon




c. There are 36 channel icons listed on the left side. Click the channel you
want to set up.

d. In the “basic setting” column, key in the IP camera IP address, port, and
username & password. The Channel tag can be any phrase word to be
displayed on the top of live view. Select a streaming of IP camera.

G

Click ‘—'ﬂ to test and connect with the device. If you click ﬂd , the

webpage browser will be started to access the IP camera.

Ch1

e

Note: Please key in the IP address without any protocol. For example, if you
key-in "http://60.251.82.54:8125", it will display a “connection fail” message.

e. You can appoint one or several channels as attached channels of a normal
channel, and see the same live view as the normal channel. The attached
channel is not physically linked to any camera, so it doesn't increase the
bandwidth loading.

To setup an attached channel, select” Attached" of “channel type”, and
appoint the channel number you want to attach to.

10


http://60.251.82.54:8125/

Chil [60.251.82.54]

A practical usage of the attached channel is the zoom function. You can
operate the digital zoom for each attached channel respectively. With this
function, you can monitor different spots on the attached channels. Take the
picture below for instance, the attached channels--CH2, 3 and 4 show three
different zones of the CH1, which is the normal channel.

f. After the channel is successfully connected, you can adjust the image
resolution, quality, video format, and frame rate in the "Image" column. The
options displayed here depend on the connected device.

3204240 -

MPEG4
30 fps

| .= |
f. Finally, click on to save your settings.

11
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B. Set up HDD for Recording

If you want to record the video on the PC, we recommend to setup the HDD
first. If you don’t adjust any options, the IPCamera Recorder will apply the
default setting (Based on the HD space).

1. Start the IPCamera Recorder. Click the icon to enter the setup page.
The software will ask you to log in. Both default username and password are
both "admin".

=

e

o —
DISE

2. Click the icon to enter the Disk setup page.

3. The total available space, and the estimate max recording time are shown on
the top.

4. The default saving directory is the folder named "Record" under the path
where the software is installed. You can also check the free disk space here.

Path UsedtE] IFree[MB] IAvaiIabIe[MB] |F|ead0n|y|
- %Frogram Filest\PCamera RecordersRecord a 3.489 Mo Limitation ¢}
u] Mo Limitation r

>

v
. . +
If you want to add a new recording path, click the E‘J button, set the
directory, and click button to complete the setting. You can delete an

v
4

existing path by selecting it and click the @j button.

12



5. The up and down buttons / are used to decide the priority

sequence of the recording path. If the disk space of the first path is full, the
recording video will be saved to the second path.

6. Selecting the “Available (MB)” box of one recording path will display the
adjusting buttons =1/ =J1. You can click the two buttons to adjust the space
limitation for recording, or key-in the number by keyboard. The default value is
"No limitation" that means the recording file will be saved continuously under
the path until the disk is full.

Path JzedME] Free(tE] Available[MB) | Readd nl_l,l|
D:A\PCamera RecarderAecard 961 4,243 1,024 j il
a Mo Limitation h

7. By enabling the "Keep video days" function, the video will be automatically
deleted after the given days. Meanwhile, the estimate max recording time
above will change according to the days setting.

r

. . = .
8. Finally, click on to save your settings.

9. If you prefer the old files to be overwritten when the disk is full ,please refer
to "Auxiliary Functions" on the system setup page.

13
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A. Live View

1. On split screen view, double-click on one of the screens, the selected channel
will switch into a single screen view.

2. In every activated channel, you can see three little | " icons on the
bottom-right.

. It will light when the channel is recording.
. Fi It will light when the channel detects motion.

. @ It will light when the alarm on the channel has been triggered.

14



B. Function Buttons

1. : Split screens.

(@)
2. ﬂ’J : Single screen.

S—
3. l' .[ Switch to full Screen mode. To exit the full screen mode, press Esc or

right-click the mouse.

[
4., = Minimize the program into system tray.

3

5. : Channel auto swap. You can change the swap order and dwell time

in the “screen setup” column.

7~
fiRR

6. : Call out E-Map.

: Distribute the channels into two monitors. Each monitor displays one

: Enable/Disable multi-monitor.

: Manual recording. Press it to start recording immediately. Click the
button again to stop recording.

- : Call out recorded video playback menu.

15
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(%‘
11. : Pop-out configuration page.

12. (('?‘ : Exit the program

C. Function Button in Bottom Column

Note: some icons or control panels only appear when the live view is displayed
in single channel.

1. @ : Log out the system.

7o,
sl : Digital Zoom Control Panel. Pull the bar to adjust
the zoom percentage, and drag the red frame to the area you prefer. The area
circled by the red frame will show on the live view.

3. E: I/O switch. IPCamera Recorder supports control up to 4 Digital.

In / Digital Out devices. Please refer to "Output" setup column for more.

—
CHRT
e

4. : Chatting switch. Click on to speak from PC to IP Camera.

5. m . Broadcast switch. Click on to speak from PC to all IP cameras
connected. Note: To receive audio form IP Camera to PC, please refer to
"audio” column.

16



: PTZ controller panel.

: Zoom in/ zoom out

- —
B < < . :
b. _ : Focus in/ focus out

. . Iris open/ Iris close. The bigger the iris, the more
light the camera can receive.

d. @ : Use the four-direction arrows to move the view.

e. [B[ 7| 5Farg " 1: The left number represents the moving range for the

four-direction arrows. The right list is the preset point list. By selecting one of
them the view will move to the given point.

(e |” _
f. . Start/ stop auto patrol. When auto patrol starts, the view will start
patroling according to your patrol group settings on the camera.
D. E-PTZ Control of Panorama View

When connecting to a hard-decoding fisheye camera, you can choose the split
screen pattern and the camera view.

a | 'IT"D"B * | Use the drop down menu to select a screen pattern, for
example, "triple” means one flat panorama view with 2 sub screens for applying
E-PTZ. The number on the left represents the total sub screen number that
you're controlling.

17



(—'.\ECFIFFIEHH

b. @ After you select a screen pattern, use the 4-direction arrows to adjust

the view of sub screens. The controlled sub screens will be indicated on a red
frame.

C. m Use the "+" "-" to zoom in / zomm out the view of sub

screens. You can also adjust the zoom by scrolling the mouse central wheel.
The controlled sub screens will be indicated on a red frame.

VI. Configuration

Click the button; it will call out the setup page. The software will ask
you to log in. Both default username and password are both "admin".

On the top right of the setup page, you can see three icons:

. Call out the virtual keyboard.

—
’
=) .
. #l . Save all the settings.

G

g‘ : Leave the configuration page.

18



A. System Setup : Server, Multi-monitor, Screen Pattern, Log

—
r
5

<
'--'?‘Em
Click the :J

button to enter system setup page.

1. Network

a. Web Server: Enable the web server and assign a port. The user can use
webpage browser on another PC to watch the live video.

b. Remote AP Server: Enable remote AP server and assign a port. The user
can use Remote Lite software on another PC to watch the live video.

Click RemoteLite Application column 2 to export the software.

To see the detailed instruction about how to operate webpage browser and

RemoteLite Application to connect with the local server, please refer to the
chapter "Remote Monitor".

19



192.168.1.159
2222

2. Multi Monitor

Flulbi-Lise Form

If your PC is connected to Multi-Monitors, you can select what is displayed
on different monitors. The function only works when the PC’s graphic card
supports multi-monitors and is connected to more than one monitor.

Depending on your graphic card, you may need monitors with different
interface. Most graphic cards supporting Multi-Monitors are D-SUB + DVI
interface. You have to connect a D-SUB monitor and a DVI monitor. Some
graphic cards support DVI + DVI interface, or D-SUB + DVI interface with a
DVI to D-SUB connector. In those situations you can connect with two DVI
monitors or two D-SUB monitors.

When using multi-monitors at the first time, to make them display correctly,
adjust the display properties and reboot the PC after connecting the multi-
monitors.

20



a. Right-click desktop —= Display Properties
-= Settings.

b. Click the disabled monitor number and
tick “Extent my Windows desktop onto
this monitor”.

c. Drag and drop the monitor icon to
correspond the actual monitor position.

3. Log Write

Display Properties

Themes | Deskiop | Screen Saver | Appeararce Sebings |

| Disg the rranbor icons o match the physical arsegement of you monitors

| Disglay:

| |2 Pug ond Ploy Moriter on NYIDL4 GeForce 5500 |

| - Serosn resalulion Caolon quabty

| | Les ¥ More | Highest (22 6i) ¥ |
| 1152 by 864 pesele [ @S @ S

| Ll Leg tie deie s 2 Hhe ooy oot
| W] Extend my Windowes deskiop onfo thes morstor

, [ - Idenn'-fp | [ Troutesncat . | g. Advanced | _

[ o ][ Cacel | [ speb |

4. Format Setting

Tick the type of log you want to keep. Click the | X button to see the log.

012/0905 v

TN

05/09/2012
05/05/2012

IPCamera Recorder provides several date display format. Select one as you

like.

21



5. On Program Startup

In this column, you can adjust the initial display option that to be executed
at every time IPCamera Recorder startup.

a. Login on program startup: When the option is ticked, IPCamera Recorder
will ask you to login once the program starts. (On the contrary, the program
asks for login when you try to enter the configuration page if this option is
not ticked.)

b. Auto open on program startup: Select if you prefer the playback window,
E-map window, or multi-live window be displayed when the program starts.

c. Initial screen split: Select the screen pattern that you will see when the
program starts.

6. Screen setup
You can customize the channel swap order. IPCamera Recorder provides

single channel swap and split screen swap, and they can be set up
respectively.

+ Single channel pattern

22



Tum Set 1
Tum Set 2
Tum Set 3
Tum Set 4
Tum Set 5
Tum Set &
Tum Set 7
Tum Set 8
Tum Set 9
Tumn Set 10
Tum Set 11
Tum Set 12
Tum Set 13
Tumn Set 14
Tum Set 15

Ch TORCh 11EICh 12[8Ch 135(Ch T48ICH 15-ICh 1B[ICHh 175(Ch 1

a. Press 1x1 single channel icon.

b. Select one of the turn sets. A "turn set" represents a screen style. You
can arrange different channel placements in each turn set number. When
channel swap starts, it follows the sequence: Turn Setl -> Turn Set 2 ->
Turn Set 3 g->...-> Turn Set 1 g....

c. Press and drag the channel number to the screen style. Take the picture
above for example, we drag Ch3 button onto the screen style so that in turn
one Ch3 will be displayed in turn set 1. Then, you can set turn set2 and turn
set3 screen style.

,'
+3 _
d. If you need more turn sets to make up the swap click . For deleting

.
r

the existing turn set, select it and click o<t |

+ Split screen pattern

23



TunSet 1
Tum Set 2
Tum Set 3
Tum Set 4

a. On 9 channel display mode, for example, press the 3x3 split screen icon.

b. Select one of the turn sets. A "turn set" is a screen style. You can
arrange different channel placement in each turn set number. When channel
swap starts, it follows the sequence: Turn Setl g Turn Set 2 g Turn Set 3 -
>...->Turn Set 1 g....

c. Press and drag the channel number to the screen style. Take the picture
above for example, drag Ch17 button onto the screen style so that in turn
one Ch3 will be displayed on bottom-right place.

d. On the screen style, press and drag the channel number to where you
want to place it. Take the picture above for example, drag Ch4 to where
Ch13 is. Then, you can set turn set2

and turn set3 screen style.

>

v

+2 _
e. If you need more turn sets to make up the swap click o . For deleting

"
the existing turn set, select it and click .

i

24



7. Auxiliary function

[ <l N<W W<l |

a. Keyboard Lock: If you tick the box, the application hotkey will be disabled
(ex. Ctrl + Esc, Alt + Tab, Win, and Alt+F4) to avoid illegal use.

b. Schedule Auto Reboot: Click d to set up the time to reboot
automatically. IPCamera recorder will also restart automatically.

<IN <1< <

c. Auto Run the Program on Windows Startup: Tick the box, and IPCamera
Recorder will auto run at startup.

d. Enable E-mail: If you select to send E-mail in the "Motion Message"

y

r

column, tick "Enable E-mail" here, and click éj to set up the E-mail
server and account information.

25



(i) Fill-in the SMTP server host and port. If the server need verification, tick
“‘SMTP server needs to verify” and fill in the user account name and

s

v

password. Click to £ test the e-mail service.

(if) The default value “From” is IPCameraRecoder. You can key-in any word
you prefer. In "To" cloumn, key-in the e-mail address that will receive the
warning mail. You can set the subject and content of the email.

(iii) By ticking "Attach Image", the snapshot will be sent with the e-mail.

(iv) Send interval

G
. . . +
(v) If you want to send e-mail to more than one mail address, click ,
and then edit the e-mail address information as you did for the first one.

Click to delete the existing e-mail address from the sending list.

Note: The E-mail server will not send the e-mail and the attachment if the
check box in the sending list is unchecked.

26



e. Auto Logout: If you tick "Auto Logout", the system will automatically
logout when there's no keyboard or mouse action during several seconds.
Use the drop-down menu to set the idle time.

f. Overwrite When Diskfull: If you tick the box, the old files will be
overwritten when the disk is full. Otherwise IPCamera Recorder will stop
recording when disk is full.

g. Minimize Live Independently: If you tick the box, when you press
"minimize" button in the live screen, the program will be minimized to the
corner of the desktop. If you un-tick the box, the program will be minimized
to the system tray.

8. Screen Split Setting

The used split screen pattern will be display on the right side of live page
and on the "screen setup” option. Drag the right screen pattern to left to
exchange the used and unused pattern.

9. Product Information

27
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Click the icon, for checking the software version information in the pop- up
window.

10. Player

Click the icon for the playback player to be exported to your PC. the
PlayerAP interface is almost the same with the playback menu of IPCamera
Recorder. You can use it to playback the recording video without starting
IPCamera Recorder.

B. Channel Setup: General

‘v &
. C:—!Hr-ﬁ@LJ
Click Bl to enter system setup page.

1. The Basic Setting and Image Setting had been introduced in the
paragraph "Channel Setup Page in IPCamera Recorder”

2. Pre & Post Alarm Recording

28



Tick it to enable alarm recording, and the video will be saved when the alarm
is trigger. You can adjust pre-alarm recording time and post-alarm recording
time.

3. Information

The channel tag, date, and time can be displayed on the live view as
watermark.

4. Display

If "Display | frame only" is ticked, only I-Frame will be transferred and
displayed in live view. If "Disable Digital Zoom" is ticked, the digital zoom
panel will not show on bottom of the live view.

5. Audio

Tick it to receive audio from IP camera to your PC. The audio will be also
included in the video recording.

6. Security

{l

29



Tick "Hide Camera" Box so that the live video will not be display on the live
screen. However, the alarm, recording, and other functions will still work.
The free version of IPCamera Recorder doesn't support this function.

7. Advanced setup

(v -

Advanced|
Click ﬂ to setup the watermark location of the channel: Upper-left,
upper-right, lower-left, lower-right. Click . You can also change the

size, form, and color of watermarks.

NOTE: The advanced settings will apply to all the channels where the
watermarks are enabled.

30



C. Channel Setup: Schedule, Motion Detection, I/O

~

L 4
)

=
. EHHF@
Click : to enter the channel setup page.

1. Schedule

a. Daily Routine Schedule

IPCamera Recorder provide different recording modes. You can arrange
the timetable by yourself. Once you complete the settings in the calendar,
the recording schedule will be applied to every day. Please follow the
following steps:

(i) Select the channel number you want to set up. Enter "Schedule" tab.

(if) Drag a period of time on the timetable, and click a recording type button
to apply it to that period.

'y

. Ed : General recording

: Motion detection

f

pefh ) : Motion with alarm detection

ﬁi

SE DR

: Alarm

: No record
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(iii) Using the “All” button , the timetable will be applied to all the
channels.

b. Exception Time Setting

LA

FREEN ez s v

2124043

When you face special holidays or activities that need different recording
type, you can use the exception time setting. The exception setting has
priority over the daily routine schedule. Follow the steps:

@&

+
(i) Select from drop-down menu the date and time,then click el The
date will be added to the list.

(i) When you select one date in the list, the row will flashing. Then click the

buttons

to set or change the recording type.

(iii) If you want to delete a date or time from the list, select it and use

'r'
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2. Motion

BaQ

/'
When the IP camera detects motion inside the set area, the icon "“—v i of
the channel will light to warn the user. Meanwhile, other alarm action could

be executed. Follow the steps to set up motion area:
a. Select the channel number you want to set up. Enter "Motion" tab.

b. Tick “Motion Area” to enable the function and drag an area on the view.
The selected area will be indicated in flashing frame.

c. Adjust the sensitivity in the motion sensitivity column.

d. Motion recording can be enabled in the schedule. Pre-alarm/ post-
alarm recording time can be adjusted in "Pre & Post Alarm
Recording”. If you want to receive warning mail or warning sound,
please refer to "Motion Message".
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3. 1/0 setup

Select the channel number you want to set up. Enter "I/O" tab. The options
here can work only when the connected device supports 1/O functions.

To set up the actions when DI is triggered, please refer to "Detect Setup".

a. Output

(i) Output mode

¢OnOff Switch: The IP camera triggers the external device and lasts for a
certain of time according to the event interval setting. You can turn off the
alarm manually by clicking "off" at the right bottom of the live video page.

eTime Switch: The IP camera triggers the external devise and lasts for
certain of time according to the output interval setting, and the user is not
allowed to break off the alarm manually.

(if) Output test: After the external output devises is installed, you can use
the "Relay Out" button on the bottom of live video page to test if it

works. Click the button , the camera will trigger the external output
device. In OnOff switch mode, it will last for several seconds according to
your event interval setting, or you can manually break off the output signal
by clicking the button again. In Time switch mode, it will last for several
seconds according to your output interval setting, and you cannot stop it
manually.
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b. Output Setting

This option only works when you select "OnOff Switch” in output mode.
Select N.O(normally open) or N.C(normally close) according to the external
device you connect.

*N.O.: When the event occurs, DO & GND pins are connected, or COM &
NO pins are connected.

eN.C.: When the event occurs, DO & GND pins are disconnected, or COM
& NC pins are connected.

c. Motion Message

When the motion detection happens, several actions can be executed.

(i) E-mail: Tick "E-mail" box, the mail server will be triggered and sends a mail
to appointed mail address when motion is detected. To set up the mail server
and account information, please refer to “Auxiliary Functions” in the system
setup page.
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(i) Play Sound: Tick "Play Sound" box, the PC will trigger buzzer or play
the sound file for warning when motion is detected. Select buzzer or sound

>
v

file, click J' to set the sound file path, and set how long the sound lasts
(in seconds).

(iif) Pop Up: Tick “Pop Up” box, the channel will pop-up and be displayed in
full-screen when motion is detected. Set how long the pop-up mode lasts
for (second).

NOTE: If you key-in “0” sec, the live view will stay in full screen mode until
the user adjust it manually.

D. Channel Setup: PTZ, Panorama

f' -

)
CHRANNEL®

e
to enter channel setup page.

Click

1. RS485 Setting
Select the channel number you want to set up. Enter "PTZ" tab. The

function can only work when you are connected with an IP camera
supporting PTZ.

a. Communication Option

Peo0 v
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When you connect to a video server that is connected to an IP Camera
via RS485, set up the RS485 options. The type (protocol), device ID,
and baudrate must be consistent with the settings on your camera, or it
might cause a controlling failure.

Speed is the moving range when you use the four-direction arrows. The
bigger the value, the longer the moving range becomes.

2. PTZ setting
Only when you connect a PTZ camera and select its channel, you can

see the PTZ options.

a. Preset Setup

Use the drop-down menu to select a point set. You will see live view
movement to the preset point position. When the auto patrol starts, the
view will move from one preset point to the next one.

The following steps will tell you how to build a new preset point:
(i) Select a preset point number.

(ii) Set a name for the preset point.
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(iif) Use the four-direction arrows and focus/zoom for adjusting the camera
to shot to the view you prefer.

>

v /
(iv) Click i‘ to save it as a preset point. If it's successfully saved, the
point name will be displayed in the point list.

b. Custom Command Group

IPCamera Recorder supports PTZ custom commands when you connect
to a video server. This function allows the user to add or define its own
commands within the provided protocol. The user can create a new
protocol as well.

The free version of IPCamera Recorder doesn't support this function.

c. Auto Scan

"o G
& | .
Click 4 to start auto pan. Click 4 to stop it. The auto pan start and
end point follow the auto pan settings of your camera.
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d. Auto Patrol

Click to start auto patrol. Click to stop it. The patrol route
follows the patrol group setting on your camera. If you tick "Timer" and set

e
it to 3 min, the software will click the button automatically and start
patrol every 3 minutes.

3. Panorama Setting

Only when you connect a hard-decoding fish eye camera and select its
channel, you can see the Panorama options.

E0D-Ceiling

elaud Fiane
e v
B m

a. Type: According to your camera installing location, select "180 degree",
"360 degree: Ceiling", "360 degree: Desk", or "360 degree: Wall".

b. Device ID: Select the sub screen number that you want to apply E-PTZ.
The numbers and corresponding sub screens are shown in the diagram
below. After you select a sub screen, you can use the 4-direction arrows
to move the view to right/ left/ top/ bottom, and use the "+" "- " to zoom in/
zoom out.
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c. Display Mode: There are various screen patterns for the users to
choose. When you select different options, the number of split screens will
change, and each sub screens will have different displaying mode and
function.

« Panorama: A 360 degree panorama view will show the whole
scope of the camera shooting and will be displayed in a flat way.
The left end point and right end point of the flat view are connected
in the same place. A 180 degree panorama view scope is smaller
than 360 degree and is displayed in near sphere-shape or in a flat
way.

* Source: The source video is a panorama view displayed in
sphere-shape. The users cannot do E-PTZ control on source sub
screen.

* E-PTZ: Users can operate E-PTZ function on the E-PTZ sub

screen.

e. Speed: The E-PTZ moving speed. The option is invalid if your fish eye
camera doesn't support speed adjustment.
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E. User Setup

to enter user setup page.

1. Group

In the free version, users are not allowed to create new user
groups. However, you can change the authority options of "guest”
group. Click "guest" in the list, for ticking or un ticking the authority
box options above.

* Default: This option has no effect whether you tick it or not.

« Setting: Call out the configuration page.

» System Shutdown: close the program.

* Control: Control the PTZ panel on the live screen.

» Search: Enter playback mode and search the recording video.

* Network: Access and log-in IPCamera Recorder via web
browser or Remote Lite.

« E-Map: The authority to call out E-Map.
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If someone tries to use a function that he doesn't have the
authority to operate, a dialog box will pop out:

Anthority ﬁ-‘

It waz not allowed to Search.

2. User

a. Add new user: Key in username, password, and select

f'_ q

tad

which group he belongs to, then click to add the new user

to the list.

b. Delete existing user: Select the user in the list and click

v
TE

2 “—ELE" to delete it.

c. Edit username and group: Double-click the username in
the list, and you can edit the name. Double-click the group
name in the list to switch the group of the user.

42



/".\ECHFT'IEFH:I

3. To switch the current user, click I{ ' ‘on the left-bottom of the
live screen and login again.

F. Disk Setup

The content of disc setup had been introduced in the paragraph " Set Up
HDD for Recording".

G. E-Map Setup

fine
Click the button to enter user setup page. Follow the steps to
build E-map:

1. In the right column, you can see the tree map that lists all the maps
you set. To add a new map, right-click "Root", and select "Add Map".

Edit Name

Add Map

2. Select "Create New Map Node", click OK and give the path of the map
file.
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Map Node Setting ﬁ

Create Mew Map Mode

v
@

3. The map is loaded into E-map column. Then you can drag the devise
icons and drop it to where the devises locate on the map.

hunt : map.bmp

NET

‘Camera Setting

-
a

Camera icon. After you put it on the map, select which
channel this icon stands for, and what direction this camera is toward.

b. : External device icon. After you put it on the map, select
which camera is connected with this device to edit.
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C. : Map icon. If you put the map icon on a map, it turns out to a
multi- layer map. For example, on a street map, you can add a
building interior map to indicate the devices installed in the building.
After you putthe map icon on the map, select "Create New Map
Node" to add a new map file or select " Link to: (map name)" to link the
icon to a map that is already loaded.

4. You can edit the points on the map by right-clicking on . Double-
click the map icon for entering the map.

5. On the right column, you can check the map
tree. Right-click the map, and click on "Select Map",
then you can change the map picture file. You can . Select Map
also edit the map name, delete it, or add a new e
map into the map tree. Delete

6. In "Map Zoom" column, you can adjust the
zooming percentage of the map, and drag the red
frame to the region you prefer.

7. Save time: The event log will be saved as a
part of E-map function and be displayed on the
bottom of E-map view. However, IPCamera
Recorder allows up to 5000 events to be saved,
and the oldest log will be deleted if the events
guantity is over 5000. You can also decide the log
saving time here. Give the log retention time, and
the events will be deleted as time goes by.

8. Auto Enter Playback Mode: If you call out E-map on the live screen, the event
recording can be automatically played when the motion detection or alarm event
occurs.

9. After finishing all the settings, click s/ | to save them.
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10. Close the configuration page, and back to live screen. Now you can click

L S
fiRF

map icon to call out the E-map you just built.

a. When motion detection is triggered, the camera icon and alarm icon on the
map will flash. Double click the icon, a small view will pops up and show
the live view.

b. The motion detection and alarm event are listed in the bottom column.

Select the event, for playback the video related to the event.

el 0z el i e e e el W |
2003/02/24 15:24:02 - 15:24:05 [ Che01 ]
2003/02/24 15:24:40 - 15:24:43[ Che01 ]
2009./02/24 15:24:51 - 15:24.56 [ Chi01]
2003/02/24 15:24:59 - 15:25:00 [ Che01 ]
2003/02/24 15:25:00 - 15:25:03 [ Che01 ]
2009/02/24 15:26:39 - 15:26:36 [ Chi01 |
200940224 15:28:05 - 15:28:07 [ Ch1 ]
2003/02/24 15:28:08 - 15:2812 [ Che01 ]

H. Detect Setup

Click t [lS=e to enter detect setup page.

You can select actions as “send E-mail”, “play sound”, “pop up”, and “go to
preset’. For example, when video loss occurs or DI is triggered, the actions you
select will be executed. Please follow the steps:

-
1. In the tree menu, select the channel number, press and select “video

loss” to enable video loss detection for that channel. Select “Alarm”, press

G

;ﬁ) and choose the channel and DI number to add to the tree menu.
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=1 Chl:Ch1
Videg lozz

Wideo logz
=1~ &larm

Ch2-DI0
Ch2-DN

2. When you click the detection item (video loss or DI) in the tree menu, the
corresponding actions will show on the right column. To add the actions, click

” “*

."
and select one or several actions from “send E-mail”, “play sound”, “pop
up”, and “go to preset”.

Send E-kail

Play Sound Lite=0¢tethod=0

Pop Up Ch=2%Life=0

Go To Preset Ch=2&5tart=4: col,Ch=2&5tart=5:Parg;

a. send E-mail

When video loss is detected or DI is triggered, a mail will be sent to
appointed E-mail address.

To set up the mail server and account information, please refer to
"Auxiliary Functions" in the system setup page.
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b. play sound

When video loss is detected or DI is triggered, the PC will play sound for
warning. You can choose buzzer sound or to play a sound file in your PC.

Click! to set the sound file directory, and then you cIickEtO

test it.

c. Pop up

When video loss is detected or DI is triggered, one channel can pop up to
full screen. Select the pop-up channel and give lasting time.
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d.

Go to preset

When video loss is detected or DI is triggered, the view can be moved to
preset point if it's a PTZ camera. Select the PTZ channel and the preset

v

+
point, and then click 2 toadd the preset point to the list.
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|. Report

"
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Click WS 15 enter report page.
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If you connect a camera with IVA (intelligent video analysis) function, you can
check a people counting report. The counting history report helps the user to
manage and understand the trends and patterns that affect the everyday
operation information.

Select the channel and date to view the counting information. The “In”, “Out”,
and “Both” counting result can be display separately.

To export the counting data, select "Excel” or “CSV” in the left column and click

Y, Y,
Lf L
the icon to save to your given directory. You can also click the icon S%I

on the top-right to save the chart as a .bmp picture file.

50



('.\ECFIFFIEHH
VIl. Video Playback

for calling out the playback page.

In this chapter, we will introduce the playback interface, related functions as well as
video backup procedure.

A. Playback

lelel@

8600
-

i

e e
()

@
©

1. On the right column, the date list shows the days that there's video recording data.
Select the date you want to execute playback.

2. On the bottom column, select the channel you would like to play. You can select
one channel or several channels simultaneously. This software support up to 4
channels playback simultaneously.
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3. On the bottom column, the time bar indicates the recording status in your selected
day.

0 10 20

1] 30 40 a0 [51]
(EEN N NN B N | AR RN NRR |
I

1 R - ! - ] . 1 . . . . - 1 - . 1 .

1 1 1 1 ] 1
5 g 10 12 14 16 13 20 22 24

No color: No recording.
* Red: Normal recording.

Yellow: Motion recording.
Blue: Alarm recording.

» Gray: The period you select to play.

4. Use the control buttons @ @ @ @ to play, pause, fast forward, and rewind.
Press the fast forward button repeatedly to increase the speed multiplier up to 32x.

Click @ @ to jump to previous/ next frame.

5. Other options

|
|
||

» Asynchronized Play: Enable each channel to play the video of different date and
time.

» Show tag/ Show time: show tag & time as watermark on each channel.

« Disable Digital Zoom: Hide the zoom panel and display the video in original size.
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» Event List: Call out the event log.

Video List. The free version of IPCamera Recorder doesn't
support this function.

. : Playback SD. This button is used for playback the video on the

SD/ Micro SD card that is installed on the camera. Click it to call out the
SD Player.

2012/08/2113:4352 MOTION
2N 2/03/2113:4408 MOTION
2012/03/21 13:44.23 MOTION
2012/03/21 13:44:39 MOTION
2012/08/2113:4457 MOTION
22083/ 13:4507 MOTION
2012/03/2113:4517 MOTION
2012/03/21 13:4%:28 MOTION
2012/03/21 13:45:46 MOTION
2012/08/21 13:4514 MOTION
2208/ 13:4652 MOTION
2012/03/2113:47.36 MOTION
2012/03/21 13:47:56 MOTION
2012/06/21 13:46:48 MOTION
2M2/03/2113:4309 MOTION
2012/03/2113:4319 MOTION
2012/03/21 13:4245 MOTION
2012/03/2113:5237 MOTION
2012/08/21 135607 MOTION
2M2/03/21 142320 MOTION
2012/03/21 14:2414 MOTION
2012/03/21 14:40:34 MOTION
2012/08/21 144501 MOTION
2M2/08/2611:2014 MOTION
2012/03/26 11:25.27 MOTION
2012/03/26 12.28:20 MOTICN
2012/03/26 12:30:33 MOTION
2012/18/2612:31:06 MOTION
20N 2/08/2612:3206 MOTION

Select the channel number with the SD/ Micro SD card installed. The
time point and type of the video / snapshot stored in card will be listed
on the left column. Click one of the file, the video/ image will be played
on the right column.

The buttons Mfrom left to right respectively are play,

pause, stop, playback frame by frame, and play frame by frame.
Click the button to export the file from card to your PC.
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. : Refresh. When you stay on the playback screen, the time bar will

not refresh itself automatically. If IPCamera Recorder keeps recording
when you are on the playback screen, click this button to refresh and a
newest video record will be added to the time bar.

B. Export Video

During the playback, you can take a snapshot or video clip and export as a .jpg
or .avi file.

1. Snapshot

To avoid errors, it is recommended taking snapshots under a single channel
view. If you are under split screen view, click on the channel that you want to
capture. The channel will be indicated with a white frame.

P o)

v
Click the JPG icon ﬁ ,and set the saving directory. The picture file will be
saved to the given folder. The file name will be as “(channel number)_(video
date)_(video time) .jpg”.

2. Clip and export video

—
a. Click the AVI button . The following dialogue box will pop up.
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d

b. Select start and end time, and the channels you want to export. If you select
multiple channels, the exported video will be created into several files, each file
including one channel video. In the "Save Directory" column, use the drop-down
menu to select the disk and double click the folder name to give the saving
directory. You can also choose to include timestamp and sound in the video.

{0 omi

« ) ng the v
c. Click for start exporting the video. The “Progress” column shows the
processed frames and time. Click for pausing the video exporting.

d. The exported video file can be opened by any player with an AVI decoder.

3. Print the screen

To avoid errors, it is recommended to print under a single channel view. If you

are under split screen view, click on the channel that you want to capture. The
channel will be indicated with a white frame.

N—
| '&‘
Click Print button , and select your printer, the picture will be printed out.
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VIill. Remote Monitor

The user can use webpage browser or Remote Lite program on another PC to
access IP Camera Recorder and watch the same live video with the local user.

A. Live Monitoring via Web Browser

ra

1. Click the configuration button to call out the setup page. Click E&=
to enter the system setup page. In the "Network" column, tick the box “Enable
Web Server”. The default port is 80, you can change it as well.

2. Start your web browser, and access the IPCamera Recorder local IP address.
For example, if the local IP address is 192.168.1.159 and the web server port is
90, key in "http://192.168.1.159:90/" in the address bar of browser.

Note: For the Windows Vista/ Win7 user, please right click on the web browser
icon and select “Run as administrator” to start the browser.
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@ Web Server - Windows Internet Explorer

@ ;= | hitp:192.168.1.159:00¢ sl |4 || 3¢
#HEE HHED #E0 EHe8Ew IR #HAD

D BRE | O

& Web Server ,"’I\ * Bl
English v

Remote Momnitoring Options

Online Menitering

3. You can switch the language by the drop-down menu on the left. Click "Online
Monitoring” and you can see the live screen of IPCamera Recorder.

Online Monitoring
You can monitor the real time images from the remote server.

2012/09/24
09:55:19

a—

L
r o@o
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4. In the bottom of the screen, key-in the username and password, and then click

f' &

to log-in. You can adjust the transmission quality of the live image on the
drop-down menu. "Fast" means the live video will be compressed to a smaller
size and occupy less bandwidth to transmit.

0]
Pazsword

fr.!*

5. Now you can see the live video on the screen. If not, please try and check the
steps in the following paragraph: Web Browser Setup and ActiveX.

B. Web Browser Setup and ActiveX

When viewing the camera video via IE for the first time, it will ask you to install
the ActiveX component. As shown in the picture, right-click the warning message
and select “Install ActiveX Control”.

'@' To help protect your security, Internet Explorer stopped this site

Install ActiveX Control... .

from installing an ActiveX control on your computer. \Wha

Infarmation Bar Help

Internet Explorer - Security Warning

The publisher could not be verified. Are yo
software?

sure you want to install this

Mame: RemotelitexProj.cab
Publisher: Unknown Publisher

[ Install ] E Don't Install i

This File does not have a valid digital signature that verifies its publisher, You
should onfy install software from publishers you trust, How can [ decide what
software to instal?
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1. If the installation fails or the warning message does not appear, please check
the security setting for the IE browser.

Please go to "Tools — Internet Options... — Security Tab — Custom Level —
Security Settings", and set the four following options to "Prompt” or "Enable™:

"Download signed ActiveX controls” "Download unsigned ActiveX controls”
"Automatic prompting for ActiveX controls"

"Initialize and script ActiveX controls not marked as safe"

After you change the settings, close the browser and start it again.

Internet Options

2 IP CAMERA - Microsoft Internet Explorer

File Edit View Favorites Help 1
x Select a'web content zone to zpecify itz security settings.
1 Mail and News » St o :
€ D X ropupsoder > ® © 0 o
= —  Manage Add-ons... Local intramet  Trusted sites Restricted
Address |4 : R ¥ [ . it
’-éj,htt? ,'f,"] 192 168.1.21 Synchronize. .. nE
windows Update Inicinet _
Thiz zone containg all Web sites you
. haven't placed in other zones
Windows Messenger
Security level for thiz zone
i Internet Options...

Custom
Cusztom zettings.
- Ta change the seftings. click Custom Level.
- To uge the recommended gettings, click Default Level.

[ Custom Level... ] [ Default Level ]

[ ()8 ][ Cancel ]
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3 4
Security Settings ] Security Settings @@
Settings: Settings:
' ) Enable A () Disable A
W] Binary and script behaviors [ ) Enable
() Administrator approved (@) Prompt
() Disable |¢] Download unsigned ActiveX controls
(®) Enable () Disable
|!'| Download signed Activel controks ()_() Enable
() Disable (@) Prompt
Q Enable lalize and script ActiveX controls not marked as safe
w,
Download unsigned Activel controls (x) Enable
omm Kk
() Enable |¥] Run ActiveX controls and plug-ins
r g. m | | () Administrator approved I
L LU (PP b Akl m b mmmbe el - . - ’ ~Neablio
£ > | < >
Reset custom settings Reset custom settings
Resetto: | Medium w | Reset to: | Medium v Reset
o [ concet ] E o [ coot |

5

When popup the following dialogue box, click “Yes”.

Warning!

L] E Are wou sure vou wank b change the security settings for this zons?
L

Yes ] [ Mo
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2. You can choose another way. Go to: IE—>Tools — Internet Options... —
Security Tab — Trusted sites — Add the IP address and click "OK".

In the site list you can key one single IP address or a LAN address. For example,
if you add "192.168.21.*", all the IP address under .21 LAN will be regarded as
trusted sites.

Internet Options

General | Secuity | Privacy | Content | Connections | Programs | Advanced

Select 5 Web content zone to specify |

|nternet Local intragie

Trusted N

T Trustgd sites
o truzt nat &

data. You can add and remove Web sites from this zone, Al Web sites
in this zone will use the zone's security settings,

Security level fig

Uzt = Web site ko the zone:
Cug

“Tal  hptn9z 16840 150]

-To
Web sites:

[Jrequire server verification (https:) For all sites in this zone

kK l l Cancel
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C. Live Monitoring via Remote Lite

Remote Lite is an independent software for live-viewing only. The program can
be exported from IPCamera Recorder, and can be copied to other computers.

1. Click the configuration button to call out the setup page, and click
v 3 '

'~-'S‘T’EM .
5—“!;' to enter system setup page. In the "Network" column, tick the box "Enable
Remote AP Server". The default port is 2222, but it can be changed.

2. Click the button
setting page will pop out.

in the “RemoteLite Application” column. The exporting

9

a. Sever IP: The local IP address of IPCamera Recorder.

b. Port: The access port of the server. The default port is 2222.
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c. User Name: Select a username for login. Note that if you select the user
that does not have the authority to acess the IPCamera Recorder via
Internet, you will not see any live view on the Remote Lite. About the
authority setting, please refer to "user setup”.

d. Visible Channel: Tick the channel that you want to show on the
RemotelLite. The unselected channels will be marked as private channels

(" v
and displayed no live video. Click to select all the channels, and click
it again to cancel all channels.

L{

e. Click —j to set the exporting directory.

f. After completing the settings, please click “OK” to export the RemoteLite
program to your given directory. A success message box will pop up.

= -

Info

Export successiully

3. Find the exported Remote Lite program and open it. For Windows Vista/ Win7
users, right-click the Remote Lite icon and select “Run as administrator” to start
the program. The language of Remote Lite follows your OS language.

' -

Q'
4. Click g on the on the bottom to get the connection. The username and
password is not required because they had been logged in the program when
you select the username on the exporting setting page. You can adjust the
transmission quality of the live image on the drop-down menu. "Fast" means the
live video will be compressed to smaller size and occupy less bandwidth to
transmit.
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Private Channel Private Channel

Private Channel Prisvate Channel

5. Use the buttons @ G" @ to change the split screen

pattern. HVM-04IAF supports up to 4 channels, so the other channels will

m
display “Private Channel”. Click J to minimize the program into the system

8

tray. Click to close the program.
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IX. Configure Tool

Select “Start” -> "Program” -> "IPCamera Recorder” -> "Tools” -> "Configure tool”.

In Windows Vista/ Win7, right-click on the desktop short cut or configure tool,
then select “Run as administrator” to start the program.

A. Channel

Please refer to “Connect with IP Cameras or Video Servers”.

B. System

1. Application

Application

[ Display Original B atio of Image

[ "Windows Caontrol

a. Display Original Ratio of Image

Enable this function; the image will keep original aspect ratio itself when
image aspect ratio is different from split screen. Disable the function, the
image will be adjusted to full of split screen.
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b. Window Control

This function is only available on the monitor with a resolution larger than

1024 x 768. This function cannot be combined with “Auto Adjust
Resolution”. When this function is enabled and the monitor resolution is
over 1024 x 768, the user is allowed to drag the window to the proper
position.

2. Use Overlay

Dizplay

v Usze Owverlay

Overlay mode can reduce the PC loading, and help keeping good video
performance. Disable the overlay function if your graphic card doesn'’t
support the function.

3. IP Camera

IF Camera

v Usze PC Time

[~ Enable Ping

Get Timeout |7 Sec

17

Set Timeout  |F Sec

a. Use PC Time

By enabling this function; the video recording time will be based on the PC
time setting. By disabling this function, the recording time will be based on
the devices (IP camera) setting.
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b. Enable Ping

By enabling this function, IPCamera Recorder will ping the IPCam / video
server before it tries to connect with it. If the camera you want to connect
is not in the LAN or does not exist, it will take long time to wait for an
answer. If we ping the camera instead, we can know in a short time
whether the camera exists. Sometimes the cameras are protected by a
firewall and the ping function is prohibited, for those cases disable this
function.

c. Get Timeout / Set Timeout

When a command sent from PC to camera and got no feedback in the
appointed "timeout” second, the software considers the device give no
answer and report it to the users. This function can shorten the waiting time
for a device answer. However, if your Internet is not stable, a too short
"timeout" setting may cause misjudgment.

C. Backup

The IP Camera Recorder configuration file can be saved to your PC. It can be
used to maintain the software, or be copied and applied to another IPCamera
Recorder.

F* Configure Tool

Channel System Backup

Backup

D:\IPCamera Recorder New Folder Impart Export

amera Fecaorder
2 Backup
3 E_Map
23 Record

1 Resource
£ Wave
0 WehServer

(i) To export the setting file, select directly the file saving, and click “Export”.

(i) To import the setting file, find the file in your computer, and click “Import”.
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X. Software Specifice

Main Features:

» Up to 36 Channel video recording software for HUNT IP security devices
» H.264/ MPEG-4/ MJPEG compression format

« 5 different recording modes to fit your needs

* Video search by time

* Video export: AVI, JPEG

* Record video and audio

* Live window PTZ control interface

* Live/Playback digital zoom control interface

* Dual monitor

* E-map

* Audio broadcast

* Channel rotation

» Email with picture file

* Multi e-mail Group list

* Pre/ Post alarm

+ Attached channel function without costing network bandwidth
* Remote playback SD card

* Multiple remote site and user solution

* Remote web browser

* Remote lite program

Video Monitoring
Video Channel 36
Real-Time Monitoring Mode 1,4,9,6 12,16, 20, 25, 30, 35, 36
Channel Swap Yes
Channel Rotation Yes
Full Screen Monitoring Yes
Compression Format Support H.264, MPEG-4, MJPEG
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HUNT IP Camera, Video Server, DVR,

Supported Device Axis, Sony
DVR Control Panel Yes
PTZ Control Yes
Digital Zoom Control Yes
Dual Monitor Yes
E-Map Yes

Video Setting

Video Recording Mode

Schedule, Motion, Alarm, Event, Manual

Recordede Video Resolutions

Up to 5 Megapixel

Video Quality Setting

Best, High, Standard, Medium, Low

Audio Record

Yes

Pre/Post Alarm Recording Yes
Motion Detection Yes, 3 areas
Overwrite Data When HD is Full Yes

E-mail Function

Yes, triggered by motion & alarm

E-mail with Picture

Yes

Show Tag, Time & Date on Video

Yes

Video Playback

Multi-Channel Playback

Yes (Up to four channels)

Video Search By time
Video Export Format JPEG, AVI
Digital Zoom Control Yes
Image Print Yes
Frame Step Forward & Backward Yes

Playback Forward & Backward

1x, 2x, 4x, 8x, 16x, 32x

Configure Tool

Device Search Yes
Channel Setting Yes
Configuration Import/Export Yes
Time Synchronization Yes
Adjust to Default Resolution Automatically |Yes
Use Overlay Yes
Windows Control Yes

Security

Security setting

Yes, user and group
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Client system
0S Windows 7/ Vista/ XP/ 2000

Hardware

CPU: Intel Core 2 Quad Q6600 or above
Memory: 2GB

VG. Card: 256 MB External Graphic
Cardor above

Monitor Resolution: 1024 x 768
File System: NTFS

Suggested

CPU: Intel Pentium 4
2.0G Memory: 1GB
Minimum VG. Card: 128 MB External Graphic Card

(Suitable for 36CH CIF Resolution) Monitor Resolution: 1024 x 768
File System: NTFS

*SPECIFIC.TIONS ARE SUBJECT TO CH.NGE WITHOUT NOTICE.
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