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. Preface

iProSecu A. M. V2 is a mobile application to monitor live view of DVR, NVR,
Hybrid DVR, IPCAM and Video Servers.

iProSecu A. M. V2, not only monitor live view of the connected devices, but
also allows quad. Furthermore, the application can playback the stored data
inside the connected devices. The users can also snapshot live view images

and save them on phone.

Il. Product Features

e New "LOOK and FEEL" on user interface.
e Support for IP Cameras, DVR, NVR and Video Server.

e Auto discovery installed devices, including IP Cameras, NVR, DVR and
Video Servers in LAN/WLAN.

e Log/Image search by event type/time triggering.

e Time shift recording and playing remotely



l1l. Installation

1. Check if the Android mobile is connected to the Internet.

2. Press the IS icon to entry “All apps” page.

3. Search the kst icon and press it.

4. Press the icon and then type-in “iprosecu a.m. V2" for start the

searching.

5. After founding the application, please follow these steps to complete the

installation:
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m IPROSECU CORPORATION
Kk

Free

eokokd 16 December 30, 2011
1,000+ downloads 788KB
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6. After finishing the installation, press the
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V. Operation Guide

Press on the App icon for opening the main menu.

DVR/NVR

Video Server
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A. IP Camera

Press the “IPCam” picture for entering into the IPCam page. You will see 4

buttons on the bottom of the page:

RESPONSE
ACTION/ IMAGE

@ Please Choose Sorting: |

ICON INSRUCTION

D|Sp|ay Sort By IP
Sequence Sort By Name
Sort By Status

BPANAD % 21 EQ 419m

name

- Add device




Search

devices

Quad View

192.168.22.45
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1. Add New IP Camera

a. Press on

A

to add a new IP Camera site:




NAME: Type-in the name of the site.

IP: Type-in the IP address of the device.

PORT: Type-in the port number of the device. The default value is 80.

ACCOUNT: Type-in the username of the device.

PASSWORD: Type-in the password of the device.

b. After setting the IP Camera, click "Add" to create the connection.

NOTE: If the connection device is not an IP Camera, a warning dialog box will

pop-up to remind you.

(D Warning!!

This Device is not an IPCam

Save as Save as
IPCam DVR




2. Search for IP Camera

a. Press on

b. Choose the IP Camera you want to add.

NOTE: This function can be activated only when the network setting of the
mobile device is setup under the same LAN of the IP devices.

3. Editing the IP Camera list

a. After all the IP Cameras are set up, go back to the main page of the IP

camera. You will see your IP Camera list.



IPCam

IP_Camera

admm@192 168.1.156:80

RD3_83M
nin@192:168:1,184:80

NVR-04

IP_Camera

{02 188 40 D1R-B0
{9 68.40 3:.80

IP_Speed_Dome

b. Press "Edit", and then choose the IP Camera that you want to edit.

c. To delete a camera from the list, press on @ in front of the camera

name. Press “Done” after you finished editing the camera.

4. Camera Live Video

After completing all the settings of the IP Camera sites, please click the

specified site to see the live view from them.



'l i !‘192.168.22.45

ICON

INSTRUCTION

RESPONSE

ACTION/ IMAGE

NOTE

Switch Site

@ Please Choose IPCam:

45
46
42 -

60_ptz

Enable/ Disable

I[P Camera audio

PTZ control

Will be displayed if
the camera supports
PTZ functions.

Snapshot

/sdcard -

h 92.168.22.45_20110914_1

B2 4

(8 N x

The user can change
the storage path.
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5. Rearranging the device display sequence

/-
I-Il
-
i

a. After setting up multi-sites, press on on the device list page to

arrange the IP camera list.

N |
@ Please Choose Sorting:

Sort By IP

Sort By Name

Sort By Status

Sort By IP Sort By Name Sort By Status
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192.168.22.48

: Successful connection
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.8 Failed connection

: Trying to Connect

6. Quad View

a. Press to display quad view after setting up multiple sites. The
display sequence of the quad view will be based on the sequence of the set up
devices. If you are connected to more than 4 IP Cameras, flick the page to turn

to next page.

b. Click one of the IP cameras to enter into single channel view.
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B. DVR/NVR Video Server

After completing all the DVR/NVR/Video Server sites press the specified site to

see live view from all the IP Cameras.

1. Multiple Channel Display

According to your DVR / NVR, you may see live view from multiple channels.

If you are connected to more than 4 IP Cameras, flick the page to turn to next

page.
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2. Single Channel View

Click one of the channels in the multiple view page to enter the single channel

view:

A @ 75 3:30

22.105 Channel 1

molss S

ICON

INSTRUCTION

RESPONSE ACTION/
IMAGE

Switch
Channel

NOTE

| @ Please Choose Channel:

Channel 1 v
Channel 2
Channel 3
Channel 4
Channel 5
Channel 6
Channel 7

Channel 8

Switch to a different
channel
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FoN @ e Will be displayed if the
U PTZ control camera supports PTZ
functions.

The storage path
could be selected for
the snapshot image.

)@ Snapshot

/sdcard -
]1 92.168.22.45_20110914_1
< 3

C. Playback

1. On IP Camera

Press theE icon on the bottom of the live view page to playback the IP

Camera recorded data.
Notes:
1. The SD card has to be installed into the IP Camera.

2. The Video format and the single image format within SD Card has to be

set to Motion-JPEG.

15



2011/09/15
2011/09/16
2011/09/21
2011/09/23
PANRVIVETPA)
PANRVIVETEL]

2011/10/03

> . @ ¥4 1:58

2 @@ 775450 NP

71720110916

11:17:52

11:29:03

11:38:14

D ™ @ 75547

1.71/2011091¢ °

-

@

2. On DVR/NVR/Video Server

On single channel view you will find the icons

Search” and “Event Search” respectively.
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TIME SEARCH

Chose the time point to perform playback.

NOTES:

a. The video format to playback has to be set be Motion-JPEG on the DVR /
NVR.

b. The channel to perform playback is the same from live view.

c. One channel playback at a time only.

d. Enable the option “Mobile Record” on DVR / NVR.
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,

Chose the event to playback.

EVENT SEARCH

NOTES:

a. The video format to playback has to be set to Motion-JPEG on the IP camera.

b. The event list displays the latest fifty event items.

c. Refresh the latest event items in event list page by clicking m

d. One channel playback at a time only.

MEENAY Fa@EQ 26 EmEEAP T AT v52:08

2011-10-04 14:05:07 °

2011-10-04 14:04:41

2011-10-04 14:03:06

2011-10-04 14:02:56
22.105 Channel 2

2011-10-04 14:02:23

2011-10-04 14:01:41
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D. Album

The snapshots taken can be viewed at this page, choose the document file to

view the picture.
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